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David Home Inspection Service
General Information

Building Description

$750,000 Dollar Home

Attribute Description / Type Address / Comments
Age (approximate) 1986
Area (approximate) 2375
Building type Single Family

Multi Unit
See comments

Construction Wood frame
Stucco

Stone

See comments

Single family, two story

Wood frame walls and roof system

Stone finishes were added to the front of the home

Additional Building Description/ Comments

Some deficiencies were observed that are cosmetic and, therefore, are not listed in this report.

Absence of AFCI electrical outlets does not constitute a defect or deficiency. However, AFCI outlets are recommended in all bedrooms.

Absence of GFCI electrical outlets does not constitute a defect or deficiency. However, GFCI outlets are recommended.

Age and area information obtained from buyer

Note: red boxes throughout this report indicating damage or items marked as needing repair may result in further damage or may

present a health or safety hazard if not repaired.

Client Information

Name

Email Address

Phone (home/work/cell)

Buyer's Agent

Phone (home/work/cell)

E-mail

Seller's Agent

E-mail

Phone (home/work/cell)

E-mail

Other

Notes/ Special Instructions

Weather at time of inspection

Temperature Start Time
79°Fahrenheit 2:30pm

General Conditions
Clear and Sunny




David Home Inspection Service
Public/ Private Utilities $750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

@ Q % @ Item Type
NI NP R D Comments

I:I [T I ][] water Public Utility

Water was on at time of inspection. A water clarity was excellent. Water pressure was too high
@160 PSI This will cause water lines to burst and leak over time. Normal reading are 60 to 80psi.

|:| |:| |:| |:| |:| Electric Public Utility

Electrical was on at time of inspection. The Main panel is GE 100 amp main breaker. Voltage and
Amperage was tested and well within guidelines.121.3v / 240.4v

|:| |:| |:| |:| |:| Natural gas Public Utility

Gas was on at time of inspection. No gas leaks were detected.

|:| |:| |:| |:| |:| Telephone Public Utility

OK.

I:I I:I I:I I:I I:I Cable Private Utility
Ok

|:| |:| |:| |:| |:| Satellite Private Utility
None

I:I I:I I:I I:I I:I Sewer Public Utility

OK. Connected at the street. All drains were tested for connection and drain quality.

|:| |:| |:| |:| |:| Internet data service Private Utility

Services not tested

Photos and Additional Comments




David Home Inspection Service
Grounds $750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

@ Q % @ Item Condition
NI NP R D Comments

I:I |:| I:I I:I |:| Driveway and Side walks

Driveway shows no signs of cracks. However small hairline cracks are considered normal. Monitor
any future cracks as large or growing cracks could indicate other issues. Trip hazard at sidewalk.

|:| |:| |:| |:| |:| Front yard

Good to excellent with grass and small plantings. Trim all vegetation at front of home 12" from
structure.

I:I I:I I:I I:I I:I Front porch Satisfactory

Good. No issues identified.

I:I I:I I:I I:I I:I Side yards Satisfactory

Concrete and sidewalks.

|:| I:I I:I |:| |:| Back yard Good

The final grading of the back yard will provide adequate drainage.

I:I |:| I:I I:I |:| Trees and Shrubs

Trim and clear as needed to maintain 12" air space at structure.

I:I I:I I:I I:I I:I Grade Good to excellent

Good

I:I |:| I:I I:I |:| Block wall and fences

The block wall was damage and is in need of repair. Loose brick caps were observed. The iron
fence will need to be secured in place.

Photos and Additional Comments
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David Home Inspection Service

Roof

$750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

@@ﬁ\?

NP R D

EIEIEIEID
NI
NI
NI
NI
NI
NI
NI

Item/ Condition
Comments
Shingles Good

The roof is a 40 year light weight cementacious Spanish tile. Some small chips were observed. No
visible signs of leaks were observed.

Underlayment
A newer 30Ib felt was used as a underlayment according to the seller this underlayment was
installed 7 years ago.

Chimney Good
The chimney was clean and free from any visible defects.

Chimney cap, screen Not inspected
Walking on this type of roof system would result in cracked and broken tiles for that reason the
cap and screen were not inspected.

Ventilation Satisfactory for tile roof.
Good
Gutters, downspouts Recommended

A complete rain gutter is recommended to help divert water away from the home. Currently there
is no downspout provided at the front of the home.

Deck
The roof deck is plywood. A visual inspection was made for the two attic location on the second
floor. No damage was observed.

Flashings
Flashings should be sealed as needed

Photos and Additional Comments




David Home Inspection Service
Exterior $750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

é 8 Q ﬁ? Q ltem Condition
NI NP R D

|
I:I I:I I:I I:I I:I Stucco Cracking observed

Seal all cracks. Some small hair line cracks were observed around the home. Caused by normal
shrinking and settling. Monitor all cracks in stucco as larger cracks may indicate other issues

I:I |:| I:I I:I |:| Fascia, Soffits, Trim

Wood trim around the home will need some light prep and paint.

|:| |:| |:| |:| |:| Foundation

Slab foundation. No issues observed. The slab floor was covered wood flooring tile and carpet.
Thus making it difficult to visually inspect the entire slab.

|:| |:| |:| |:| |:| Garage Door and Safety Sensors Repairs needed

The two car garage door was tested. OK. Safety sensors provided but not properly installed.The
singel car garage dor could not be tested, it was blocked.

|:||:||:||:||:| Doors

All doors functioned normally.

|:| |:| |:| |:| |:| Windows

A select number of windows were inspected for operation. All windows tested functioned as they
should.

I:I I:I I:I I:I I:I Gutters and Down Spouts Recommended Rain Gutters

A complete rain gutter system should be installed. This will help to divert water away from the
homes foundation. Cleaning may be needed every 2 or 3 years as part of regular home

|:| |:| |:| |:| |:| Hose Bibs

OK

Photos and Additional Comments




David Home Inspection Service
Attic $750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

0 O % @ Item Condition
NIl NP R D Comments

|:|| |:| |:| |:| |:| Access

Good to excellent. The access panels are backed with insulation. Main access is located in master
closet. Another access in located in bedroom #1.

|:| |:| |:| |:| |:| Insulation Satisfactory

Good to excellent. The Insulation was 10 inches thick.

|:| I:I I:I |:| |:| Moisture, Stains None

No moisture stains were observed in the attic area.

|:| |:| |:| |:| |:| Rafters Good

The wood rafters were not damaged. No signs of termite were observed

|:| |:| |:| |:| |:| Trusses None

110 ][] Ventiation

Good to excellent

I:I I:I |:| I:I |:| Attic Lights

None

1T [] Attic baffles o

None visible. Baffles are recommended for vaulted ceiling and roof system that are insulated to
provide good are circulation in those locations.

Photos and Additional Comments




David Home Inspection Service
Utlllty $750,000 Dollar Home
Laundry Area

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

@ Q % @ Item Condition
NI NP R D Comments

|:| |:| |:| |:| |:| Location

The washer and dryer connection are in the utility area in the garage.

I:I I:I I:I I:I I:I Walls, Floor, Ceiling Satisfactory for the age of home

The wall shows no signs of water damage or needed repairs. This are had numerous personal
belongings making it difficult to inspect all of the wall surfaces.

|:| I:I I:I |:| |:| Floor drain None

I:I |:| I:I I:I |:| Laundry connections

The hose connections are located in the wall. No leaks at time of inspection.

|:| |:| |:| |:| |:| Moisture

No moisture was found at time of inspection.

|:| |:| |:| |:| |:| Dryer vent

The dryer vent should be inspected and cleaned as needed every 6 months as a part of good
home and safety maintenance.

O Poms

Copper.

|:| |:| |:| |:| |:| Electrical

The power for the laundry area was inspected and tested. The power outlet was found to be
working at time of inspection.

Additional Comments




David Home Inspection Service

Plumbing

$750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

@IS%’

NP R D

EIEIEIEID
NI
NI
NI
NI
NI
NI
NI

Item Condition
Comments
Water Meter Repairs needed

No leaks at time of inspection. The meter is located at the curb. The pressure regulator may need
to be replaced. Water pressure tested was 160PSI.

Main Shut-off Valves

The home has been supplied with a shut off valve at the front planter. Corrosion was observed on
the irrigation shut off valve and piping.

Water Heater Beyond it's life expectancy

A carbon monoxide and gas leak test was performed and no leaks were found at time of
inspection. However the shut off valve will need to be replace

Gas Meter Good

The gas meter is located on the side of home along with the main gas main shut off. The gas
main is not equipped with a seismic shut off. Seismic shut offs are recommended for safety.

Water Heater straps Needed
Proper water heater straps are not installed to meet seismic requirements.

Sump Pump None
None

Piping
No pipe leaks were observed at time of inspection,

Gas Pipe
No leaks were observed at time of inspection,

Photos and Additional Comments




David Home Inspection Service
Heating and Cooling $750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

@IS%’

NP R D

EIEIEIEID
NI
NI
NI
NI
NI
NI
NI

ltem Condition
Comments

Furnace
The furnace was test by way of the thermostat in hallway. The furnace responded to controls and
quickly provided heat to the home. Filter need replacement

Flue piping
The flue pipe was secured in place and directly vent through the roof.

Air conditioner
The AC system was tested by way of thermostat in the hallway. The Ac responded to controls and
cooled the home quickly.

Supplemental heating equipment
Unit has a gas fire place in the living room. Unit was inspected and was in like new condition

Gas Supply to FAU
good to excellent no gas leaks were identified.

Filter
The filter is located a the botton of the FAU in garage. Replace as needed. Replace filters every 3
months as part of regular home maintenance.

Gas lines, Valves
No leaks detected.

Distribution
Air velocity to the ducts was satisfactory at all locations.

Photos and Additional Comments

N




David Home Inspection Service
Appliances $750,000 Dollar Home

| = Inspected NI = Not Inspected NP = Not Prese nt R = Repair Needed D = Defective

é @ Q % © ltem Condition
NP R D Comments

I:I I:I I:I I:I I:I Vent Hood Functional

Unit is in good working order. It is integrated into the built in microwave.

I:I I:I I:I I:I I:I Range Minor cleaning needed

Unit was inspected. Burner test was functional. Unit needs cleaning.

|:| |:| |:| |:| |:| Dishwasher Functional

Unit was visually inspected and tested. No leaks were observed at time of inspection.

I:I |:| I:I I:I |:| Garbage Disposal

OK. Unit was inspected and tested. Unit is working fine with no leaks or loud noises.

|:| |:| |:| |:| |:| Refrigerator

Not part of this inspection.

I:I |:| I:I I:I |:| Built-in Microwave

OK. Unit was and tested. The microwave is working fine. Will need a new handle.

I:I I:I I:I I:I I:I Washer Dryer Functional

The dryer was tested and found to be working. The washer was not put through a full cycle.

I:I I:I I:I I:I I:I Garbage disposal Missing cord connector.

The disposal will need the proper cord connector installed for safety.

Photos and Additional Comments




David Home Inspection Service

Repairs Needed

Estimated Repair Cost

$750,000 Dollar Home

Iltem

Block wall and fences
Garage Safety Sensors
Water pressure regulator
Water Heater

Water leak locator
Basic Heat/Ac service
Garbage disposal
Microwave Repair
Smoke detectors
Install GFCI Outlets
Substandard electrical
Secure guard rail
Upper patio

Stucco repairs

Garage entrance door
Item
Item
Item
Item
Item
Item
Item
Item
Item
Item
Item
Item
Total

$ Comments
$3,000(  Provide permits labor and materials to repair block wall, brick cap and iron fences
$175| Garage door service repair to install safety sensors only
$550| Remove and replace the pressure regulator at the front of home
$1,900| Remove and replace tank and valve. Provide and install earthquake straps
$400| Later leak detection service call. This does not include repairs as they are unknown
$325| service the FAU, Evaporator and AC condenser
$25|  Pprovide proper cord connector and re-wire the garbage disposal
$275|  service and replace broken missing handle
$200| Pprovide and install a quality smoke detector in all four bedrooms
$500| Pprovide and install 8 GFCI outlets near wet locations. Sinks, garage and outdoors
$300| Remove substandard electrical work around the exterior of home and upper patio.
$325| Pprovide and secure proper post to stabilize the rail at the top of the stairs.
$500|  Pprovide hardware and wood to install four lag bolts in upper section of ledger and post support
$1,100|  provide labor and materials to patch stucco around panel and all cracks around the home.
Note this does not include any paint for the repaired areas.
$450| Pprovide a solid core door remove and replace garage side entry door.
$10,025

Additional comments

Please noted that the estimates provided are for skilled licensed and bonded companies to complete the work. We do not provide

any information regarding contractors nor do we make referrals for work to be done as this would be a conflict of interest.

Estimates are to be used as a gauge an budgeting only.

NOTE. TET DOXES INTOUgNOoUT TNIS TEPOTT INaIcatng damage or ems Marked as Neeamng repair may Tesult I Turtner aamage or may
present a health or safety hazard if not repaired.




David Home Inspection Service

$750,000 Dollar Home

Bedrooms
General, Interior
Iltem / Bedroom Number
Attribute

1 2 3 4 5
Location

1 2 3 4 5
Electrical
Outlets

1 2 3 4 5
Walls/
Ceiling

1 2 3 4 5
Floors

1 2 3 4 5
Alarms
Detectors
and
Sensors

Description

First Floor
Second Floor
Master bedroom
See comments

AFCI protected
Not AFCI
See comments

Good

Minor cracks
Damaged

See comments

Good

Fair

Uneven

See comments

Smoke

Cco

Combustible gas
See comments

Comments
Bedroom Number

The number at the top of each column refers to the bedroom number.

1 2 3 4

Condition
Good
Fair
Marginal
Poor

Plaster
Dry Wall
Paneling
Poor

Wood
Carpet
Tile
Poor

Battery

120 Volt
Combination
Poor

Comments

Unable to test every outlet.

Those tested were functional

Light fixture in bedrooms can not

be wired with zip cord. Fire hazard.

Good to excellent

Needs cleaning or replacement.

Provide smoke detectors in bedrooms

Additional comments

RED check boxes, when checked, indicate that attention is needed. Failure to attend to these items may result in damage or create a safety hazard. Absence of
AFCI electrical outlets does not constitute a defect or deficiency. However, AFCI outlets are recommended in all bedrooms.




David Home Inspection Service

Bathrooms $750,000 Dollar Home
General, Interior
Item / Bathroom Number Description Comments
Attribute Bathroom Number
1 2 3 4 5
Location First floor
Second Floor The number at the top of each column refers to the bathroom number.

Master bedroom
See comments

1 2 3 4 5 1 2 3 4 5 Conditon Comments
Electrical GFClI protected Good All outlets tested were working at
Outlets Not GFCI Fair time of inspection.
See comments Marginal Provide GFCI outlets where missing
Poor
1 2 3 4 5 1 2 3 4 5
Toilet Std. gravity flush Good Properly secured to floor flanges.
Pressure flush Fair
O.H. gravity flush Marginal
See comments Poor
1 2 3 4 5 1 2 3 4 5
Plumbing No leaks visible Good/ fair Faucet was leaking under sink in
Leaks visible Marginal the master bath.
Corrosion Leaks
See comments Poor
1 2 3 4 5 1 2 3 4 5
Shower Shower Good Caulking is needed at all tubs
and Bath tub Fair and shower locations
Tub Spa Marginal
See comments Poor

Additional comments

~

~ / —

RED check boxes, when checked, indicate that attention is needed. Failure to attend to these items may result in damage or create a safety hazard. Absence of
GFClI electrical outlets does not constitute a defect or deficiency. However, GFCI outlets are recommended in all bathrooms.




David Home Inspection Service
Interior living spaces

$750,000 Dollar Home

General
Item / Description Condition Comments
Attribute
Floors Sheet Vinyl Good Carpet shows signs of normal ware and tare
Wood Laminate Fair Wood floor is moisture damaged and will need replacing
Carpet Uneven
See comments Damaged
Walls/ Ceilings Drywall Good Good. Minor prep and paint will be needed
Masonry Minor cracks
Wood Damaged
See comments Unstable
Doors Interior doors Good All doors and locks were inspected and tested
Six panel Fair All OK.
Wood Marginal
See comments Poor
Fireplace Masonry, brick Good / Fair Unit will need general cleaning and dusting
Wood burner Need to clean
Gas Only Cracks
See comments Repair needed
Fireplace Masonry, brick Good / Fair
Wood burner Need to clean
Gas Only Cracks
See comments Repair needed
Alarms Smoke Tested Replace all batteries when you move in and 2 times a
Detectors Carbon Monoxide Not tested year as recommended.
and Combustible gas Not applicable
Sensors None Not working
Moisture None Fair
Damp, moist Marginal
Fresh stains Poor
Whole house Yes Tested
Fan No Not tested

Additional comments

Note: RED check boxes, when checked, indicate that attention is needed. Failure to attend to these items may result in damage
or create a safety hazard.




David Home Inspection Service

Kitchen
General

$750,000 Dollar Home

Iltem / Attribute

Floor

Electrical outlets
in counter and
sink areas

Plumbing

Counter tops

Cabinets

Garbage Disposal
Dishwasher
Trash Compactor
Microwave

Description

Vinyl

Wood Laminate
Tile

See comments

GFClI protected
Not GFCI
Tested

See comments

No water leaks
Leaks visible
Gas

See comments

Granite

Solid surface
Marble/stone
See comments

Wood

Laminated MDF
Cabinet grade plywood
See comments

Installed
Installed
Installed
Installed

Condition

Good

Fair
Uneven
Damaged

Good

Fair

Marginal
Needs repair

Good
Fair
Marginal
Poor

Good
Fair
Marginal
Poor

Good
Fair
Marginal
Poor

Tested
Tested
Tested
Tested

Comments

Normal signs of ware and tare.

Tested and working

Install GFCI outlet near sink for life safety.

No water or gas leaks were detected

Signs of past water leaks were observed under kitchen

sink.

Signs of normal ware and tare

Good

Good

None

Good. Missing handle

Additional Comments




David Home Inspection Service
Electrical System

Service

$750,000 Dollar Home

Item / Attribute

Service location
Brand name

Main disconnects (#)
System Voltage

Main breaker

Ampere rating

Service

Bonding jumper

on water heater

Made electrode(s)

Breakers

Other

Type / Description
Side Yard

One
240/120V ,1

Fuse

Breaker

100

See comments

Overhead, cable
Overhead, conduit
Underground

See comments

Yes

No

Not applicable
See comments

Water line
Ground rod
Uffer

See comments

GFCI

AFCI

Specialty breakers
See comments

CATV grounding
Telephone grounding
Lightning arrestor(s)
See comments

Condition Comments

Good Voltage and temp reading were taken and well within

Fair guidelines

Marginal

Poor

Good

Fair

Marginal

Poor

Good

Fair

Marginal

Poor

Good The ground clamp was secure and tight.

Fair

Loose

Broken

Good Both ground were inspected and tight

Fair

Loose

Poor

Tested AFCI breakers are recommended for all bedrooms.

Not tested

None

See comments

Inspected Good

inspected Good

Not applicable  Substandard electrical work done on exterior or hom e

See comments at patio locations and garage side door.

Additional Comments:

Note: RED check boxes , when checked, indicate that attention is needed. Failure to attend to these items may result in damage or create a safety hazard.

Note: A representative number of devices were visually ch

devices were visually checked but NOT tested. GFCI

outdoors where there is grade level access.

ecked. Not all switches, light fixtures, outlets,
outlets are recommended in all bathrooms, basement s, workshops, pool areas, garages, and

and other devices were checked. Over current
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Photographs $750,000 Dollar Home
Inspection Photos

AN

Substandard electrical work The bottom of the garage side entry door is water damaged

Substandard electrical work Safety sensors not installed properly

Substandard electrical work Repair and secure guard rail




David Home Inspection Service
Photographs $750,000 Dollar Home
Inspection Photos

Pressure regulator Ledger not secure according to building standards

Rusted water line Install a support at 45*

Water pressure 160 psi Stucco repair needed around the main electrical panel




