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Attribute
Age (approximate)

Area (approximate)

Building type Single Family

��� � Single family, two story

Multi Unit

See comments

Construction ��� � Wood frame

��� � Stucco

Brick

See comments

Name

Email Address

Phone (home/work/cell)

Buyer's Agent

Phone (home/work/cell) E-mail

Seller's Agent E-mail

Phone (home/work/cell) E-mail

Other

Temperature Start Time
92° Fahrenheit

Notes/ Special Instructions
The roof is the Spanish tile roof system. The roof structure was not mounted to protected it from physical damage. There is one 
known roof leak. There has been no rain in 90 days, additional roof leaks may be present and unknown until rainy season.

General Conditions

Weather at time of inspection

Client Information

Note: red boxes throughout this report indicating damage or items marked as needing repair may result in further damage or may 
present a health or safety hazard if not repaired.

Clear and Sunny

David Home Inspection Service
General Information

4046
1997

Two Level, Traditional. With updates

Description / Type Address / Comments

The home sits on a level lot. 

There is a pool, spa and barbecue area located in the back yard.

All outlets lights and switches that were tested were found to be functional at time of inspection

Seller indicates a dye test was performed. Pool shell is cracked.

There are leaks coming from the master shower and tub.

The stone veneer on the front a house is falling off.

There is an active roof leak over the family room upstairs.

Lot size  9657 Sq. Ft. 
Five Bedrooms and Three Baths

Additional Building Description/ Comments

Building Description

Multiple leaks were observed at pool equipment.

Absence of AFCI electrical outlets does not constitute a defect or deficiency.  However, AFCI outlets are recommended in all bedrooms.

Water supply for the pool slide is not connected to pool equipment.

Some deficiencies were observed that are cosmetic and, therefore, are not listed in this report.

The master bath tub and shower along with the tub in the main bathroom are not in use due to water leaks immediate repairs needed.

There is a gas line at the barbecue that will need to be relocated for safety reasons.



Item Type
I NI NP R D Comments

��� � Water Public Utility

��� � Electric Public Utility

��� � Natural gas Public Utility

��� � Telephone Public Utility

��� � Cable Private Utility

��� � Satellite Private Utility

��� � Sewer Public Utility

��� � Internet data service Private Utility

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

Service provided

Not tested

Electrical was on at time of inspection. The Main panel is MFG by Square D 200 amp main 
breaker.  Voltage was tested and well within guidelines.

Gas was on at time of inspection. 

Service provided

OK. Connected at the street. All drains were tested for connection and drain quality. No slow 
drains were identified.

Service was functional

David Home Inspection Service

Photos and Additional Comments

Water was on at time of inspection. Water clarity was excellent.

Public/ Private Utilities
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Item Condition
I NI NP R D Comments

��� � Driveway and Side walks Average condition

��� � ��� � Front yard Satisfactory

��� � Front porch Good

��� � Side yards Satisfactory

��� � Back yard Satisfactory

��� � � �� � Trees and Shrubs Satisfactory

��� � Grade Satisfactory

��� � Exterior water Leaks None

David Home Inspection Service

Driveway shows signs of cracks. However small hairline cracks are considered normal. Monitor 
any cracks as large or growing cracks could indicate other issues.

Grounds

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

Drains have been provided to control water runoff. However testing these drains is outside the scope of the 
general home inspection. A small amount of water pooling was observed at the rear patio deck

Maintain all trees and shrubs around the property. Maintain a 12 inch airspace between shrubs, 
bushes and the home. This will allow proper air movement and prevent moisture and mold.

Photos

Satisfactory with grass and small plantings. There is a water fountain in the front yard with a 
power supply that is not properly protected. It is subject to physical damage from yard equipment.

Good. No issues identified.

There's a large tree on the side of the home. Large and growing trees can cause concrete damage 
and roof damage. We recommend that the tree be trimmed and size maintained.

The grade of the property is in satisfactory condition. Maintain all drains so that they are clear 
from debris and are free-flowing.

There are no visible leaks coming from any of the hose bibs or plumbing pipes on the day of the 
inspection. Hose bibs were functional on the day of the inspection.



Item/ Condition
I NI NP R D Comments

��� � Lightweight Spanish tile One known roof leak.

��� � Underlayment Unknown

��� � Chimney Good

��� � Chimney storm cap, screen Unknown

��� � Ventilation Good

��� � Gutters, downspouts Cleaning needed

��� � Deck Leaking

��� � Valleys and Flashings Unknown 

A professionally installed rain gutter system is present on the home. Cleaning of the rain gutters 
and downspouts is needed at all locations.

The roof deck was visually inspected from the attic area. 89% of the roof deck was visible. There 
is a roof leak above the family room.

Roof was not mounted

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

30 lb felt is the recommended underlayment for this type of roof.

The chimney cap and screen could not be inspected due to height and location. Walking on 
Spanish-style roof without properly preparing the area can cause roof damage.

The ventilation for the roof does meet installation standards for modern roof systems. 

The roof is a light weight roof tile. The roof was not mounted to protect it from physical damage. The roof was 
visually inspected from the attic area. 89% of the roof deck was visible. Leaks above family room second-floor

Metal flue in chase.

David Home Inspection Service
Roof

Photos 



Item Condition
I NI NP R D

��� � Stucco Better than average for age

��� � Fascia, Soffits, Trim Better than average for age

��� � Foundation Satisfactory

��� � Garage Door and Safety Sensors Satisfactory

��� � Doors Good

��� � Windows Good

��� � ��� � Stone Veneer Repairs Needed

��� � Decorative Balusters

David Home Inspection Service

Good overall. Some small hair line cracks were observed around the home. Caused by normal 
shrinking and settling. Monitor all cracks in stucco as larger cracks may indicate other issues

Exterior

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

All doors were functional on the day of the inspection with no damage.

Windows were inspected for operation and window leaks. All Windows were operational with no 
leaks

Photos 

Wood trim around the home will need some light prep and paint as part of regular home 
maintenance

Slab foundation. No issues observed. The slab floor was covered wood flooring and carpet. Thus 
making it difficult to visually inspect the entire slab.

Both garage doors were tested and found to be functional on the day of the inspection. All safety 
sensors were also tested and found to be functional

The decorative stone veneer around the front of the home was not installed properly as many of 
the sections are coming loose. This poses a safety hazard as falling stones can cause injury.

The decorative balusters that surround the front of the home and also to the back pool area are 
secured in place. However some loose balusters were observed



Item Condition
I NI NP R D Comments

��� � Access Good

��� � Insulation

��� � Moisture, Stains

��� � Rafters

��� � Trusses Good

��� � Ventilation

��� � Attic Lights

��� � Rodents None found

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

Good to excellent

Attic lights were working. The lights are operated by a light switch located at the main entrance to 
the attic.

No active rodents

Good to excellent. The Insulation was install to the a thickness 12 inches.

No moisture stains were observed in the attic area.

A engineered 2x4 Truss system was used to frame in the roof structure of the home.

Photos 

Good to excellent. The access panelis located in the hall outside the bedrooms.

David Home Inspection Service
Attic



Item Condition
I NI NP R D Comments

��� � Location Good

��� � Walls, Floor, Ceiling Satisfactory

��� � Floor drain None

��� � Laundry connections Good

��� � Moisture None

��� � Dryer vent Good

��� � Piping Good

��� � Electrical Good

No moisture was found at time of inspection.

The dryer vent should be inspected and cleaned as needed every 6 months as a part of good 
home and safety maintenance.

There were signs of previous water leaks underneath the laundry sink. The sink was not leaking on 
the day of the inspection

The power for the laundry area was inspected and tested. The power outlet was found to be 
working at time of inspection. 

Photos 

The walls and ceilings of the laundry room were in satisfactory condition with no damage on the 
day of the inspection.

There was no floor drain present however a floor drain may exist under the wash machine. The 
washing she is obstructing the view

The hose connections are located in the wall under the cabinet. No leaks at time of inspection.

David Home Inspection Service

Laundry Area
Utility

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

The washer and dryer connection are in the utility room on the first floor



Item Condition
I NI NP R D Comments

��� � Water Meter

��� � Main Shut-off Valves No leaks observed

��� � Water Heater Functional

��� � � �� � Water Heater Vent Good

��� � Gas Meter Good

��� � Water Heater Straps Good

��� � Piping Good

��� � Gas Pipe

David Home Inspection Service

Photos 

No leaks at time of inspection. The meter is located at the street.

Plumbing

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

The gas meter is located on the side of home along with the main gas main shut off. The gas 
main is not equipped with a seismic shut off. Seismic shut offs are recommended for safety.

No leaks were observed at time of inspection.

Approved straps were used to secure both water heaters in place.

The home has been supplied with a shut off valve tucked behind the left corner at the front of the 
house.

There are two hot water tanks connected in series. The output temperature was112°. There were 
no leaks observed at the hot water tanks. Both tanks are functioning normally.

The water heater vent was connected and secured in place both water heaters are vented 
properly. The vent cap the roof for the water heater vent was misaligned and should be re-
secured.

The home is plumbed with copper piping throughout. There were no visible water leaks coming 
from any of the plumbing pipes.



Item Condition
I NI NP R D Comments

��� � Furnace Functions Normally

��� � Flue piping

��� � Air conditioner

��� � Supplemental heating equipment

��� � Gas Supply to FAU Good

��� � Filter Good

��� � � �� � Condensers Satisfactory

��� � Distribution

The gas supply lines for the forced air heating units were all inspected and tested for gas leaks. 
No gas leaks were detected on the day of the inspection

Air filters were clean however air filters should be replaced every three months as part of regular 
home maintenance.

It is recommended that both condensers be cleaned as part of regular maintenance to increase 
energy efficiency.

Air velocity to the ducts was satisfactory at all locations.

Photos 

The flue pipe on both units were secured in place and directly vent through the roof.

Both air conditioner systems were tested and found a been functional on the day of the inspection. 
Output temperatures were satisfactory

Supplemental heating can be provided by fireplaces located throughout the home. All fireplaces 
were inspected and found to be in excellent condition

David Home Inspection Service
Heating and Cooling

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

Both furnaces were tested and found a be functioning normally. Output temperature was 
satisfactory.



Item Condition
I NI NP R D Comments

��� � Service entrance cable/conduit Good

��� � Main panel Good

��� � Main breaker, Main Disconnect

��� � Made electrode - water line Good

��� � Made electrode - Uffer ground Good

��� � Branch circuits

��� � � �� � GFCI breakers

��� � � �� � AFCI breakers Recommended for life safety

Main Electrical Service
David Home Inspection Service

Photos 

The service entrance conductors are rated for 125/250 V 200 A. Power enters the main electrical 
panel via underground utility.

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

All brand circuits were in the on position. There were no trip or breakers in the off position.

None

There were no AFCI breakers in the main panel. AFCI circuit breakers are recommended to 
protect all bedroom outlets for safety. AFCI breakers helped prevent electrical fires.

The main panels manufactured by Square D Corporation. The panel is rated for 125/250 full 200 
A. Panel is and exterior grade all-in-one panel with meter socket.

The main breaker is also manufactured by Square D Corporation. The main breaker is a 4 pole 
125/250 V 200 rated main breaker.

The cold water line was bonded just above the hot water heater.

The main Penel was bonded by uffer ground.



Item Condition
I NI NP R D Comments

��� � Vent hood

��� � Cook top

��� � Dishwasher Functional

��� � Garbage Disposal

��� � Built-in Oven

��� � ��� � Built-in Microwave

��� � ��� � Refrigerator Functional

��� � Washer Dryer

Appliances
David Home Inspection Service

Photos 

The vent hood for the cook top is a combination unit built into the microwave. It was functional on 
the day of the inspection

The built-in double oven was tested and found to be functional on the day of the inspection with no 
gas leaks.

I = Inspected   NI = Not Inspected   NP = Not Prese nt   R = Repair Needed   D = Defective

The microwave was tested and was making a loud vibration. This is an indicator that the 
microwave may be starting to fail. It should be updated

Unit was functional and in use. A temperature reading was taken inside the refrigerator. The 
temperature was 29° this is freezing temperature. T he refrigerator needs service or replacement.

The washer and dryer were in use in functional on the day of the inspection.

Unit was inspected. Burner test was functional. 

The dishwasher is functional however there are signs of wear and tear. It should be updated.

The garbage disposal was functional on the day of the inspection with no leaks or loud noises.
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Recommend that a pool contractor evaluate all pool equipment for leaks provide cost estimates for repairs.

Recommend the pool contractor evaluate the pool shell for repairs provide cost estimates.

Recommend the pool contractor educate the client on modern available safety devices.

Circulation pump

Additional Comments
The chlorinator is in need of service. The service indicator light was on during inspection.

Housing

Fittings

Pressure gauge

Bleeder valve

Supply line

Discharge line

Pressure switch

Auxiliary pump

Water feature pump

FunctionalNo leaks

Attachment

Sweep pump

Attachment

Functional

Functional

Functional

Functional

Functional

High temp switch Functional

Burner(s)

Comments / Condition Comments / Condition

Functional

Functional

Circ pump timer

Non-GFCI outlets

Sweep pump timer

Jet pump timer

Disconnect

Functional

Item/Attribute

David Home Inspection Service

Fencing
Latching gate
Coping

Swimming Pool

Attribute

Water valve
Shell Coating

Not functional

Pebble texture coating of unknown manufacture was observed covering the pool.

Item/ Comments / Condition

Electrical

Item/Attribute

Jet pump

Attachment

We were informed that a dye test was performed on the pool a crack was located in the pool shell.

Satisfactory

Ladder
Slide
Diving board

Water supply to the slightest bit from possible water sources. Supply water from pool sources.

Liner

Pumps and Filters

Filter

Flow switch

Functional

Excellent

Disconnect

Shut-off valve

Gas line

Functional

Functional

Functional

No leaks

General

Caulk

The fencing around the property is of adequate height to prevent accidental entry to pool area

The gatesare of the self latching gate type.

GFCI outlets

Functional

No leaks detected

Functional

There were leaks coming from the housing

Recommend all fittings be sealed.

Functional

Built in and functional

Built in and functional

Additional Comments

door. All control pads were tested and found to be functional. The waterfall feature was also tested and found to be functional.

The pool and auxiliary pumps are controlled by an aqua link system. There is also a control panel inside the house near the back

Excellent

Wiring

Good to excellent

Good to excellent

Natural gas

Heater housing

Heater element(s)

Underwater lights

Area lights

Satisfactory

Functional

Heater

Additional Comments
There is approximately 2 to 3 inches of water lost each day from the pool. On hot days the amount of water loss is higher.
A substantial amount water loss was also observed at the pool equipment.

No cracks observed in the pool deckDeck
Concrete

Comments / Condition
Heaters and Electrical

Comments / Condition



Item / Description
Attribute

1 2 3 4 5
Location ��� � First Floor

��� � � �� � � �� � Second Floor

��� � Master bedroom
See comments

1 2 3 4 5 1 2 3 4 5 Condition Comments

Electrical ��� � � �� � � �� � � �� � � �� � AFCI protected ��� � � �� � � �� � � �� � Good AFCI Protected outlets are 
Outlets Not AFCI Fair recommended for life safety.

See comments Marginal
Poor

1 2 3 4 5 1 2 3 4 5
Walls/ ��� � � �� � � �� � � �� � � �� � Good Plaster No wall damage was observed
Ceiling Minor cracks ��� � � �� � � �� � � �� � Dry Wall Ceiling stain see top of page.

Damaged Paneling
See comments Poor

1 2 3 4 5 1 2 3 4 5
Floors ��� � � �� � � �� � � �� � � �� � Good Wood The carpet was clean and tight

Fair ��� � � �� � � �� � � �� � � �� � Carpet
Uneven Tile
See comments Poor

1 2 3 4 5 1 2 3 4 5
Alarms ��� � � �� � � �� � � �� � � �� � Smoke Battery Alarms were tested in functional
Detectors CO 120 Volt
and Combustible gas ��� � � �� � � �� � � �� � � �� � Combination
Sensors See comments Poor

Bedroom Number

General, Interior

Photos

RED check boxes, when checked, indicate that attention is needed.  Failure to attend to these items may result in damage or create a safety hazard. Absence of 
AFCI electrical outlets does not constitute a defect or deficiency.  However, AFCI outlets are recommended in all bedrooms.

David Home Inspection Service
Bedrooms

There was a moisture stain on the ceiling in the bedroom closet of 
bedroom number one on the first floor. The moisture reading was 0%

Bedroom number two second-floor the ceiling fan was not operable. The 
light was functional when tested.

Bedroom Number Comments



Item / Description
Attribute

1 2 3 4 5
Location ��� � First floor

��� � Second Floor
��� � Master bedroom

See comments
1 2 3 4 5 1 2 3 4 5 Condition Comments

Electrical ��� � ��� � ��� � GFCI protected ��� � ��� � ��� � Good All outlets tested were working at 
Outlets Not GFCI Fair time of inspection. Outlets are 

See comments Marginal protected by GFCI
Poor

1 2 3 4 5 1 2 3 4 5
Toilet ��� � ��� � ��� � Std. gravity flush ��� � ��� � ��� � Good All Toilets secured to floor flanges.

Pressure flush Fair
O.H. gravity flush Marginal
See comments Poor

1 2 3 4 5 1 2 3 4 5
Plumbing ��� � ��� � ��� � No leaks visible ��� � ��� � ��� � ��� � Good/ fair

Leaks visible Marginal
Corrosion Leaks
See comments Poor

1 2 3 4 5 1 2 3 4 5
Shower ��� � ��� � ��� � Shower ��� � ��� � Good Re-caulk and seal all tub showers
and ��� � ��� � ��� � Bath tub Fair
Tub Spa Marginal Master tub and shower not to be 

See comments ��� � Poor until repairs are made.

Bathroom Number
Bathroom Number

David Home Inspection Service
Bathrooms

Substantial water staining was observed in the ceiling of the living room 
below the master bathroom tub shower area. Leaks are present.

Suspected leaks are coming from the shower pan and tub drain. Further 
evaluation and repairs are needed by licensed plumbing contractor.

General, Interior

RED check boxes, when checked, indicate that attention is needed.  Failure to attend to these items may result in damage or create a safety hazard. Absence of 
GFCI electrical outlets does not constitute a defect or deficiency.  However, GFCI outlets are recommended in all bathrooms.

Comments

Photos



Description Condition Comments

Sheet Vinyl ��� � Good Signs of normal ware and tare.
Tile Fair The carpet is an better-than-average condition.

��� � Carpet Uneven
See comments Damaged

��� � Drywall Good Water stains were observed in the living room ceiling
Masonry Minor cracks caused by tub and shower leaks from master bath.
Wood ��� � Damaged Moisture readings were 0%. Tub and shower not in use.
See comments Unstable Further destructive investigation will be needed.

��� � Interior doors ��� � Good All doors and locks were inspected and tested
Six panel Fair All OK. Some door knobs were loose.
Wood Marginal
See comments Poor

Masonry, brick ��� � Good / Fair Damper door was inspected and working fine.
Wood burner Need to clean

��� � Gas Only Cracks
See comments Repair needed

None ��� � Good / Fair Damper door was inspected and working fine.
Wood burner Need to clean

��� � Gas Only Cracks
See comments Repair needed

��� � Smoke ��� � Tested Replace all batteries when you move in and 2 times a
Carbon Monoxide Not tested year as recommended.
Combustible gas Not applicable
None Not working

��� � None Fair
Damp, moist Marginal
Fresh stains Poor

Yes Tested

��� � No Not tested

.

Sensors

David Home Inspection Service

General
Interior living spaces

Alarms

Whole house 
Fan

Item /

Floors

Walls/ Ceilings

Doors

Fireplace 2

Fireplace

Detectors
and

Attribute

Note: RED check boxes, when checked, indicate that attention is needed.  Failure to attend to these items may result in damage 
or create a safety hazard.

Moisture

Additional comments



Item / Attribute Condition

Floor ��� � Good
Fair

� Uneven
Damaged

Electrical outlets ��� � � �� � Good
in counter and Fair
sink areas Marginal

Needs repair

Plumbing ��� � Good

��� � Fair
Marginal
Poor

Counter tops ��� � Good

��� � Fair
Marginal
Poor

Cabinets ��� � Good

��� � Fair
Marginal
Poor

Garbage Disposal ��� � � �� � Tested
Dishwasher ��� � � �� � Tested
Trash Compactor Tested
Microwave ��� � � �� � Tested

Wall cabinets were hung with drywall screws.
Recommend that cabinet screws be installed for safety
Switch for the garbage disposal is located panel door.

Photos

Installed None

Good. Recommend air switch installed at countertop.
Poor. Functional but damaged. Recommend upgrades.

See comments

Installed

Not GFCI
Tested

No water leaks

Cabinet grade plywood

Wood
Laminated MDF

Granite

See comments

Gas
See comments

Leaks visible

Tile
See comments

Solid surface

Installed Poor. Functional but making loud noises.

Normal signs of ware and tare.

Tested and working

Kitchen

CommentsDescription

There is a water filtration system located under the
kitchen sink. There is also an instant hot water system
located under the sink as well. There were no leaks
observed under the sink on the day of inspection

Signs of normal ware and tare.

GFCI tested and functional

David Home Inspection Service

General

Vinyl
Wood Laminate
Tile
See comments

GFCI protected

Installed



Swimming Pool Located to the Rear Property Pool Pump and Filter Assembly

Testing of Water Feature Was Functional Pool Heater Test Was Functional

Hot Tub and Water Jets Water Feature Pump and Filter Assembly

David Home Inspection Service
Photographs
Pool Inspection Photos



The Eco-Metic Salt Water Management System Was Plugged 
in and Functional

the chlorinated or was plugged in and functional. Warning 
inspect cell light was on.

Multiple Leaks Were Found around Spa Equipment Fill Valve Was Not Functional

Aqua Right And Pool Equipment Panel Water Supply for Pool Slide Must Be Fed from Pool Source

David Home Inspection Service
Photographs
Pool Equipment



There were multiple leaks regarding the pool equipment such as filter, eco-matic and pumps

We were informed that a dye test was performed regarding pool leak. A crack in the shell was located.
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David Home Inspection Service
Photographs
Pool Equipment



David Home Inspection Service
Photographs
Inspection Photos

Repairs needed to stone veneer Water stain bedroom one closet ceiling Zero Moisture Detected

Loose Screen Second-Floor Bedroom Water stain living room ceiling zero moisture detected

Replace damaged weatherproof covers exterior upper pool deck Water stain living room ceiling zero moisture detected


